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FOOTING NOTES

|. ONNER / GENERAL CONTRACTOR SHALL BE REPONSIBLE FOR FOOTING AND ANCHOR BOLT
INSTALLATION.

2. ALL FOOTINGS SHALL BE CAST ON LEVEL UNDISTURBED SOIL, ROCK OR PROFPERLY
COMPACTED SUBGRADE. FOOTING SIZE BASED ON MINIMUM 500 FPSE SOIL BEARING AT BASE
AND |50 PSE PER FOOT OF DEFPTH LATERAL BEARING CAFPACITY. CONTRACTOR SHALL BE
RESPONSIBLE FOR VERIFYING ALL SOIL PERAMETERS.

3. FOOTING CONCRETE SHALL HAVE A MINIMUM 28 DAY COMPRESSIVE STRENGTH OF 2000 PSl.
4. FOOTING DESIEGN BASED ON AN ASSUMED ['-O" BURY OF THE COLUMNS FROM THE BOTTOM OF
BASEPLATE TO FINISHED GRADE. ANY AMOUNT OF BURY LESS THAN |I'-O" WILL RESULT IN A
LARGER FOOTING SIZE.

S TOPS OF ALL FOOTINGS ARE ASSUMED TO BE AT SAME ELEVATION. ONNER / GENERAL
CONTRACTOR SHALL PROVIDE BURIAL DEFPTH FROM HIGH GRADE UNDER CANOPY. NHERE TOFS
OF FOOTINGS ARE AT DIFFERENT ELEVATIONS, THE ONNER / GENERAL CONTRACTOR SHALL
PROVIDE THE CANOPY MANUFACTURER WITH ALL FOOTING AND GRADE ELEVATION PRIOR TO
CANOPY FABRICATION. VARIATIONS FROM DESIGN ELEVATIONS MAY RESULT IN INADEQUATE
CLEARANCE AND UNDER SIZED FOOTINGS.

6. ONNER / GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR PLACING NON-SHRINK &6ROUT
UNDER ALL COLUMN BASES AFTER CANOPY |S LEVELED AND SECURED.

7. FOOTING REINFORCING STEEL SHALL BE ASTM A6IS GRADE 60O DEFORMED BILLET STEEL
BARS NWITH SPACING AS SHONWN ON DRANING.

5. FOOTINGS ARE ASSUMED TO BE CONSTRAINED BY FUEL ISLAND AND DRIVE MAT CONCRETE.
WHERE THIS CONDITION DOES NOT EXIST, THE ONNER SHALL NOTIFY CANOPY MANUFACTURER.
9. ANCHOR BOLTS SHALL BE PLACED IN ACCORDANCE WITH THIS DRANING . TEMPLATES SHALL
BE USED TO ENSURE PROFPER FPLACEMENT OF ANCHOR BOLTS. ANCHOR BOLTS ARE TO BE
INSTALLED SUCH THAT A MINIMUM OF &" OF THREAD |9 EXPOSED ABOVE TOF OF FOOTING.
BOTTOM OF THREADS SHALL NOT END MORE THAN 3/4" ABOVE TOFP OF FOOTER.

IO. ANY DISCREPANCIES BETWEEN THE ABOVE NOTES AND LOCAL BUILDING CODE
REQUIREMENTS SHALL BE REPORTED TO THE CANOFPY MANUFACTURER IMMEDIATELY.
COMMENCEMENT OF FOOTING INSTALLATION SHALL INDICATE THAT THE ABOVE NOTE MEET
LOCAL BUILDING CODE REQUIREMENTS.
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(SEE NOTE #2)

ANCHOR BOLTS BY FASHION INC. \_FI_/ NO eCALE

(4) REQ'D PER FOOTING
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TOP OF FOUNDATION

8\ HAND HOLE DETAIL

\_Fl_/ (TYPICAL ALL COLUMNS) NTS.

THESE PLANS ARE SUBJECT TO
© FEDERAL COPYRIGHT LAWS
ANY USE OF SAME WITHOUT THE
EXPRESS WRITTEN PERMISSION OF

FASHION INC. IS PROHIBITED

ANCHOR BOLTS:

13"~ x 36" LONG W/LEVELING
NUTS ¢ WASHERS (ASTM A36)
TOP & BOTTOM

BASEFLATE

CONDUIT AS REQ'D
(BY OTHERS)

NON-SHRINK &GROUT TO BE
APPLIED ¢ SUPPLIED AFTER
CANOPY |S LEVEL ¢
SECURED (BY OTHERS)

TO BOTTOM
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COLUMN TEK 5 TYP.

e\ HAND HOLE COVER DETAIL

\_FI_/ (TYPICAL ALL COLUMNS) NTS.
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OTTAWA, KANSAS 66067
(800)255—1009
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1019 NORTH STREET—-P.0.BOX 1050

SITE:

SIZE: JOB NO.
(4) COL. CANOPT

TITLE: DWG. NO.
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LEADER
COVER
ADJUSTABLE

| PvC DRAIN

GUTTER

ASSEMBLY DETAIL

FIELD LOCATE DRAIN EXIT AND
BURN 42"¢ HOLE IN COLUMN

HP/DRIVE

4"¢ NIPPLE ¢ COUPLING
SHIPPED LOOSE (SEE
DRAIN ASSEMBLY DETAIL)

I NADJSTABLE INTERIOR DRAIN DETAIL

\E/ NoecALE 4"¢ PIPE NIPPLE
4"¢ PIPE COUPLING

ERECTOR NOTE:
PULL DRAIN ELBOW
END THRU HOLE AND

| GLUE 4"¢ NIPPLE INTO
\ ELBOW AND GLUE 4"¢

COUFPLING INTO
NIPPLE.

DRAIN ASSEMBLY DETAIL
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