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ATG Polling and Compliance Reporting

Veeder–Root will remotely poll fueling sites to collect, store and report test results for each tank, line and sensor enrolled in the service.  V-R is responsible for collecting and reporting test results.  V-R will not engage in remote troubleshooting of failed test results.  Dispatch management and associated decision support procedures are the  sole responsibility of the customer and/or designated agents.  Tanks, Lines, and Sensors will be tested according to Third Party Approved Leak Detection Methods.  The customer may choose one method of reporting from among the available methods in the matrix below for tank and line leak detection testing.    

	Tank Testing:
	Line Testing:
	Sensors:
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Line Release Detection Results
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FMS Site Compliance Report
Period: 02/01/2004 to 02/22/2004

Customer:

ExxonMobil

3225 Gallows Rd.

Fairfux

VA 22037

Type Full Vol Result

02 GPH Monthly 8% Passed

2GPH Monthly 4% Passed
0.2 GPH Monthly 20% Passed
0.2 GPH Monthly 4% Passed

Type Re
Tt Sensor Normal
I, Sensor Normsl
It Sensor Normsl

Int. Sensor Normal
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	Monthly PLLD/WLLD 0.2 gph
	Dispenser Pan

	Annular Sensors
	Annual PLLD/WLLD 0.1 gph
	Piping Sump

	
	STP Sensors
	Monitor Well


The test results will be the basis for the Monthly Compliance Report.  Sensors not being used as the primary method of leak detection testing and compliance and monitored by the ATG will also be reported in the risk management section of the report.  

Monthly Compliance Reporting

Veeder–Root will remotely poll fueling sites to collect, store and report test results for each tank, line and sensor enrolled in the service.  Tanks, Lines, and Sensors will be tested according to Third Party Approved Leak Detection Methods.  The customer chooses one method to monitor their lines and one for their tanks.  Each month, the test results will be the basis for the Monthly Compliance Report.   

Tank Testing & Reporting

The customer may choose either of the following as their method of compliance monitoring and reporting for underground storage tanks

Third Party Certified Monthly 0.2 GPH Tank Tests (CSLD) – The underground storage tanks at the Stations will be tested monthly, by a Continuous Statistical Leak Detection Tank Testing Program (CSLD).  With the on-site ATG equipment, Veeder-Root will remotely poll the station to collect and electronically archive the CSLD test results for each underground storage tank at each enrolled station.  To acquire the results of the monthly tank test, Veeder-Root will assign each station a ‘site record day’, which will be a day prior to the 10th day of each month.  If all tanks report valid results Veeder-Root will use the results as the basis of the Monthly Compliance Report.  If less than 100% of the devices report valid results, then Veeder-Root will poll the station between the 15th and 25th days of the month.  If all compliance devices (as defined by the Customer) report valid results, Veeder-Root will use the results as the basis for the Monthly Compliance Report.  If there are any tanks without valid results by the 25th day of the month, Veeder-Root will poll the station again and use the results as the basis for the Monthly Compliance Report.

Continuous Monitoring of Annular Spaces (Annular Test) – The double wall tanks equipped with brine-filled or dry monitoring spaces will be monitored by suitable sensors.  With the on-site ATG equipment, Veeder-Root will remotely poll the station to collect and electronically archive the sensor status results for each underground storage tank at each enrolled station.  To acquire the results of the monthly sensor status, Veeder-Root will assign each station a ‘site record day’, which will be a day prior to the 10th day of each month.  If all tanks report valid results Veeder-Root will use the results as the basis of the Monthly Compliance Report.  If less than 100% of the devices report valid results, then Veeder-Root will poll the station between the 15th and 25th days of the month.  If all compliance devices (as defined by the Customer) report valid results, Veeder-Root will use the results as the basis for the Monthly Compliance Report.  If there are any tanks without valid results by the 25th day of the month, Veeder-Root will poll the station again and use the results as the basis for the Monthly Compliance Report.

Line Testing  & Reporting

The customer can choose any one of the following as their method of compliance monitoring and reporting the pressurized fuel lines attached to and used to deliver fuel from underground storage tanks

Third Party Certified 0.2 GPH Line Tests (PLLD or WPLLD) - The pressurized fuel lines attached to and used to deliver fuel from underground storage tanks will be tested by the Pressure Line Leak Detection (PLLD) or by the Wireless Pressure Line Leak Detection Test (WPLLD).  The test is done automatically, following each submerged turbine pump (STP) cycle, if setup and last test result indicates a test is needed.   

Continuous Monitoring of Sump Sensors – The double wall lines equipped with sump sensors will be monitored in real time by the ATG.  With the on-site ATG equipment, Veeder-Root will remotely poll the station to collect and electronically archive the sensor status results for all lines at each enrolled station.  To acquire the results of the monthly sensor status test, Veeder-Root will assign each station a ‘site record day’, which will be a day prior to the 10th day of each month.  If all sensors report valid results Veeder-Root will use the results as the basis of the Monthly Compliance Report.  If less than 100% of the sensors report valid results, then Veeder-Root will poll the station between the 15th and 25th days of the month.  If all sensors report valid results, Veeder-Root will use the results as the basis for the Monthly Compliance Report.  If there are any sensors without valid results by the 25th day of the month, Veeder-Root will poll the station again and use the results as the basis for the Monthly Compliance Report.   

Third Party Certified Annual 0.1 GPH Line Tests (PLLD or WPLLD) – The pressurized fuel lines attached to and used to deliver fuel from underground storage tanks will be tested by the Pressure Line Leak Detection (PLLD) or by the Wireless Pressure Line Leak Detection Test (WPLLD).  To perform the annual line test, Veeder-Root will poll for and archive test results for the pressurized fuel lines at least once per year.   The customer must ensure that 0.1 gph line testing is programmed to auto.  If programmed correctly, the TLS will automatically begin attempting tests during idle periods 180 days after the last passed test.  
Reports
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FMS Monthly Summary Report

ite Address

Customer:  ExxonMobil
3225 Gallows Rd

irfax
VA
22037

Created:  02/22/2004 10:57 PM

Site Test Result

19243 153085
10202 141085
150116
152570

Signatures

152578
107964

107530
107200
106761
107171
107080
10172
107704
107213
107173
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S375 N BELT LINE RD
4150 NLOOP 1604 W
14702 BLANCO ROAD
13687 110 WEST

11814 WILCREST

1000 N BELLAT HWY 183

3803 S GESSNER RD
4000 LEGACY

5420 NORTH MACARTHUR
745 HIGHWAY 65

3600 NORTHMAIN

200 W RANKIN RD

9909 MANCHACA

14106 DALLAS PARKWAY
1300 W DAVIS

TRVINGITX-75063-6005
SAN ANTONIO:TX-78231
SAN ANTONIOITX-78216
SAN ANTONIOITX-78249
HOUSTON:TX-77031-1920

CEDAR PARK:TX-T8613
0000

HOUSTON:TX-T7063-5133

HOUSTON:
BAYTOWN:TX-77521-3302
HOUSTON:TX-77090-6925

DALLAS:TX-75240-0000
CONROE:TX-77303-0000

ANl Lines and Tanks Passed
ANl Lines and Tanks Passed
ANl Lines and Tanks Passed
ANl Lines and Tanks Passed
ANl Lines and Tanks Passed
ANl Lines and Tanks Passed

ANl Lines and Tanks Passed
ANl Lines and Tanks Passed
ANl Lines and Tanks Passed
ANl Lines and Tanks Passed
ANl Lines and Tanks Passed
ANl Lines and Tanks Passed
ANl Lines and Tanks Passed
ANl Lines and Tanks Passed
ANl Lines and Tanks Passed
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VR 102:  Summary Passing/Not Passing Report 
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Optional Services

Additional Method Options

The customer has the option to purchase additional test methods for tanks and lines beyond the base monthly management Compliance Reporting offering.  This allows the customer to monitor and report the test results on the monthly compliance report using multiple test thresholds for each compliance device.  The customer may employ any combination of testing and report for the appropriate compliance device as described below:

	Tank Testing:
	Line Testing:

	ATG 0.2 gph
	PLLD/WLLD 0.2 gph

	Annular Sensors
	PLLD/WLLD 0.1 gph

	
	STP Sensors


The additional processes not described above are the monthly PLLD/WLLD 0.1 line test.  This description is below.

Third Party Certified Monthly 0.1 GPH Line Tests (PLLD or WPLLD) - The pressurized fuel lines attached to and used to deliver fuel from underground storage tanks will be tested by the Pressure Line Leak Detection (PLLD) or by the Wireless Pressure Line Leak Detection Test (WPLLD).   .  

Frequency Options

In addition to multiple test methods, the customer may also choose a frequency other than monthly for compliance management.  The available additional options are 

	Frequency:

	Weekly

	30 Day

	User Defined


Weekly:  GVR will poll the sites once a week and report the results weekly in the Compliance Report.  

30 Day:  GVR will poll the sites within 30 days of the last passing result and report the results in the Compliance Report.  

User Defined:  The customer may define the time frame (28, 32 days etc.) since the last passing result in which they would like GVR to poll and report the results in the Compliance Report.
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